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TI - Automatic supervision system for various installations, transmits change .-in 
state of various apparatus to center, when change in state of various 
installations is detected within time period setup by center 

AB - JP2000132775 NOVELTY - When the change in state of various installations is 
detected by a sensor, within the time period set up by the center (1), the 
terminal (3) transmits information related to change in state of various 
installations to the center via the telephone circuit (2) . 

- USE - Automatic supervision system for various installations. 

- ADVANTAGE - Reduces labor involved in maintenance of various installations 
and hence improves operating efficiency. Avoids need for time switch and 
reduces wiring, thereby simplifying assembly of automatic supervision system. 

- DESCRIPTION OF DRAWING (S) - The figure shows the 
supervision system. 

- Center 1 

- Telephone circuit 2 

- Terminal 3 
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block diagram of automatic 
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(54) AUTOMATIC MONITORING SYSTEM 

(57) Abstract: 

PROBLEM TO BE SOLVED: To simplify the system 
configuration of an automatic monitoring 
system which sets the monitoring time range 
of a sensor to be connected to a terminal 
device and operates it, to save power when 
maintained and to improve operabi I ity. 
SOLUTION: In this automatic monitoring system 
comprising a center device 1, plural sensors 
4 and a terminal device 3 which transmits 
signal information of the sensors 4 to the 
device 1 via a telephone line network 2, the 
terminal device 3 has a function which 
transmits change information of the sensors 4 
within the time range of a set sensor 
monitoring time range. 
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